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	DESCRIPTION

	GCI's Alumaclad Roll Jacketing is manufactured from Series 3000 alloys to meet the requirements of ASTM B-209. The BLUE coated interior offers moisture protection while the acrylic exterior finish offers better resistance in corrosive environments than a mill finish type. This combination has provided excellent protection for over 25 years. Rolled Jacketing is supplied in rolls that allow the installer to cut desired lengths to suit a particular application. Standard rolls are supplied in either 36" or 48" (918 mm or 1218 mm) widths and are available with or without a factory applied moisture barrier. The rolls are supplied in cardboard cartons for easy identification and storage. To increase job site efficiency, jackets are also offered pre-cut and rolled to fit standard insulated pipes.


	AVAILABLE TYPES


	Aluminum (Alumaclad) rolled jacketing and cut and rolled jacketing are pre-painted and available in smooth (SM), stucco embossed (SE) or cross crimped (CC.
Thicknesses range from .006" to .050" in aluminum.  Standard rolll lengths are 100 ft. in aluminum. These rolls are available with a clear epoxy coating for corrosion protectionand with or without factory applied moisture barrier. Moisture barriers are available as Polykraft, Painted acrylic “Blue Barrier” or Polysurlyn film.
 * Non standard roll lengths are available upon request.


	ADVANTAGES

	Rolled Jacketing in standard length rolls allows the installer the convenience of cutting desired length pieces as required in the field. Rolls may be inventoried for convenience and quick response times. They may be used to cover insulated piping, tanks and other mechanical equipment. Cut and rolled jackets are pre-cut to length and are economical to use on most job sites as the premium paid for the service is significantly less than the labor involved in cutting the jacket on site and the additional handling of large rolls.

	APPLICATIONS
	Rolled Jacketing may be fastened with either bands, screws or pop rivets depending on the application. Rolled Jacketing looks good and provides a neat finish to any insulated system. All laps should be arranged to shed water and edges caulked with an approved sealant where required
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         FABRICATED METAL PRODUCTS

FABRICATED METALS ROLLS AND CUT AND ROLLED - 2
	  WIDTHS :
	LENGTHS :

	36" Standard, 48" on Special order.
	100' Standard or Cut & Rolled to Length.


	THICKNESSES:
	USAGE:

	.016”
	Use in areas subject to traffic and abuse. Use on insulated lines up to 36” O.D. 

	.020”
	Use on larger lines and large equipment up to 8’ in diameter.

	.024”
	Use in applications where extra thickness and protection is required.

	.032”
	Use where severe mechanical abuse or special fabricating requirements such as flat ducts or precipitators. Also in very windy areas.

	.040” (Special Order)
	


	FINISHES:
	PLAIN
	PEBBLED (STUCCO)
	CORRUGATED 3/16”:
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	Use where minimum abuse is expected.
	Use where some abuse is expected.
	Use where maximum abuse is expected.


	FEATURES
	BENEFITS

	Recycled content
	Produced from 99% scrap.  80% of the scrap is from post-consumer sources.

	Excellent emittance
	Contributes to lower heat losses and personnel protection.

	Coated Moisture Barrier
	Eliminates possibility of delaminating in Lock formers. Coverage is full roll width.

	Fire Protection
	Coatings contribute less to a fire than Kraft or poly films.

	Tensile & yield
	Conforms to Aluminum Association standards for tensile & yield properties for each temper.

	Bending
	Meets Aluminum Association specifications for bending.
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